
B: RAILING FOR NORTH AND SOUTH SIDES OF VIEWPOINTS AT WATERWAY NO.2 AND CROCKETT ST,
AND ALONG PATHWAY AT WATERWAY NO.1AND BLAINE ST: GALVANIZED STEEL,42 INCHES HIGH
INCLUDING CONCRETE CURB; SECTIONS APPROXIMATELY 8 FEET BETWEEN POSTS

SECTION VIEW

4 x 4” W-BEAM

TAMPER-PROOF
BOLT

2 x 4” RECTANGULAR TUBING

EXPANSION JOINT WITH
SPLICE SLEEVE



A: RAILING ALONG PEDESTRIAN PATHWAY AT WATERWAY NO.1
GALVANIZED STEEL AND CRIMPED METAL MESH; 54 INCHES HIGH.
SECTIONS APPROXIMATELY 8 FEET BETWEEN POSTS

2 x 4” RECTANGULAR TUBING

SECTION VIEW

4 x 4” W-BEAM

TAMPER-PROOF
BOLTS

EXPANSION JOINT WITH
SPLICE SLEEVE



C: RAILING FOR WATER (EAST) SIDE OF VIEWPOINTS AT WATERWAY NO.2 AND CROCKETT ST,
AND AT WATERWAY NO.1: GALVANIZED STEEL WITH 3x8 RECYCLED DOUGLAS FIR LEANING RAIL,
42 INCHES HIGH INCLUDING CONCRETE CURB; SECTIONS APPROXIMATELY 8 FEET

3 x 8” RECYCLED DOUGLAS FIR
RAIL SET AT 20 DEGREE ANGLE

8 x 8” STAINLESS STEEL COVER
PLATE WITH ETCHED TEXT

SECTION VIEW

4 x 4” W-BEAM

TAMPER-PROOF BOLT

THE TRUE
SHIP IS
THE SHIP
BUILDER



RAILING DETAILS—VIEWPOINTS

4 x 4” SQUARE TUBING
CORNER POST

2 x 4” RECTANGULAR
TUBING TOP RAIL 3 x 8” RECYCLED DOUGLAS

FIR LEANING RAIL AT 20
DEGREE ANGLE

3 x 8” RECYCLED DOUGLAS
FIR LEANING RAIL AT 20
DEGREE ANGLE2 x 4” RECTANGULAR

TUBING TOP RAIL

4 x 4” SQUARE TUBING
CORNER POST

4” CHANNEL
BRACE RUNS
FULL LENGTH
UNDER
WOOD

WOOD FASTENED
THROUGH CHANNEL,
ON BOTTOM

4 x 4” POST


